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(9) Address to which the shipment
was made; and

(10) Results of the determinations re-
quired by §71.87 and by the conditions
of the package approval.

(b) The licensee shall make available
to the Commission for inspection, upon
reasonable notice, all records required
by this part. Records are only valid if
stamped, initialed, or signed and dated
by authorized personnel or otherwise
authenticated.

(c) The licensee shall maintain suffi-
cient written records to furnish evi-
dence of the quality of packaging. The
records to be maintained include re-
sults of the determinations required by
§71.85; design, fabrication, and assem-
bly records, results of reviews, inspec-
tions, tests, and audits; results of mon-
itoring work performance and mate-
rials analyses; and results of mainte-
nance, modification and repair activi-
ties. Inspection, test, and audit records
must identify the inspector or data re-
corder, the type of observation, the re-
sults, the acceptability and the action
taken in connection with any defi-
ciencies noted. The records must be re-
tained for three years after the life of
the packaging to which they apply.

§71.93 Inspection and tests.

(a) The licensee or certificate holder
shall permit the Commission, at all
reasonable times, to inspect the li-
censed material, packaging, premises,
and facilities in which the licensed ma-
terial or packaging is used, provided,
constructed, fabricated, tested, stored,
or shipped.

(b) The licensee shall perform, and
permit the Commission to perform, any
tests the Commission deems necessary
or appropriate for the administration
of the regulations in this chapter.

(c) The licensee shall notify the Di-
rector, Spent Fuel Project Office, at
least 45 days before fabrication of a
package to be used for the shipment of
licensed material having a decay heat
load in excess of 5 kW or with a max-
imum normal operating pressure in ex-
cess of 103 kPa (15 Ibf/in2) gauge.

[60 FR 50264, Sept. 28, 1995, as amended at 67
FR 3585, Jan. 25, 2002]
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§71.95 Reports.

Using an appropriate method listed
in §71.1(a), the licensee shall report to:
ATTN: Document Control Desk, Direc-
tor, Spent Fuel Project Office, Office of
Nuclear Material Safety and Safe-
guards within 30 days—

(a) Any instance in which there is
significant reduction in the effective-
ness of any approved Type B, or fissile,
packaging during use;

(b) Details of any defects with safety
significance in Type B, or fissile, pack-
aging after first use, with the means
employed to repair the defects and pre-
vent their recurrence; or

(c) Instances in which the conditions
of approval in the certificate of compli-
ance were not observed in making a
shipment.

[60 FR 50264, Sept. 28, 1995, as amended at 67
FR 3585, Jan. 25, 2002; 68 FR 58818, Oct. 10,
2003]

§71.97 Advance notification of ship-
ment of irradiated reactor fuel and
nuclear waste.

(a) As specified in paragraphs (b), (c)
and (d) of this section, each licensee
shall provide advance notification to
the governor of a State, or the gov-
ernor’s designee, of the shipment of li-
censed material, through, or across the
boundary of the State, before the
transport, or delivery to a carrier, for
transport, of licensed material outside
the confines of the licensee’s plant or
other place of use or storage.

(b) Advance notification is required
under this section for shipments of ir-
radiated reactor fuel in quantities less
than that subject to advance notifica-
tion requirements of §73.37(f) of this
chapter. Advance notification is also
required under this section for ship-
ment of licensed material, other than
irradiated fuel, meeting the following
three conditions:

(1) The licensed material is required
by this part to be in Type B packaging
for transportation;

(2) The licensed material is being
transported to or across a State bound-
ary en route to a disposal facility or to
a collection point for transport to a
disposal facility; and

(3) The gquantity of licensed material
in a single package exceeds the least of
the following:
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